
For more information on engineered solutions visit:

www.newmill.com
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VERSA-DEK®

Versa-Dek® 3.5LS is a dovetail shaped roof deck profile that provides 
a clean, smooth lineal plank ceiling aesthetic while concealing sidelap 
and roofing fastener penetrations.

Super Versa-Dek® 6.5LS provides the same attractive appearance 
as Versa-Dek® 3.5 LS with an additional 3” depth. The added depth 
enhances the strength of the shape providing impressive span and  
overhang capabilities making it ideally suited for long, open interior  
and exterior spaces.

Combine sound absorbing features and factory-applied coatings  
to give Versa-Dek® a desired finish ceiling aesthetic while meeting 
stringent acoustical and structural requirements.
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Standard Features
• 3.5” & 6.5” profile depths 
• 24” cover width 
• Dovetail sidelap for concealed fastening
•  Versa-Dek® 3.5LS clear span  

capacities up to 22’-0”
• Super Versa-Dek® 6.5LS clear    

span capacities up to 27’-0”

Options
• Noise Reduction Coefficients (NRC) up to 1.05 
• ICC approved (Versa-Dek® 3.5LS)
• Versa-Wedge® hanging system for M/E/P components 
• Warranted painted metal systems
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Standard Features
• 2” profile depth 
• 24” cover width 
• Dovetail sidelap for concealed fastening
• Clear span capacities up to 15’-0”

Options
• Noise Reduction Coefficients  

(NRC) up to 1.15
• ICC approved
• Versa-Dek® LS provides minor stiffening rib
• Versa-Wedge® hanging system for M/E/P components
• Warranted painted metal systems

Versa-Dek® LS 
Acoustical

Versa-Dek® LS

Versa-Dek® S
Acoustical

Versa-Dek® LS

Versa-Dek® S

Versa-Dek® LS
Acoustical

V
er

sa
-D

ek
®

  S
 &

 V
er

sa
-D

ek
®

  L
S 

  
| 

 P
ro

fi
le

s

VERSA-DEK®

Versa-Dek® S and Versa-Dek® LS are dovetail shaped roof deck 
profiles that provide a clean, smooth lineal plank ceiling aesthetic 
while concealing sidelap and roofing fastener penetrations.

The strength of the shape provides impressive span and  
overhang capabilities while being ideally suited for open  
interior and exterior spaces.

Versa-Dek® S and LS are tailored to provide a desired  
finish ceiling aesthetic while meeting stringent acoustical  
and structural requirements.
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